
Leistungsaufnahme 205.0 - 206.1 Watt Spektrum

Parameter Value
PPFD (400~700 nm) 702.84 µmol/㎡s

PPFD FR (701~780 nm) 10.316 µmol/㎡s

PPFD R (600~700 nm) 49.417 µmol/㎡s

PPFD G (500~599 nm) 155.08 µmol/㎡s

PPFD B (400~499 nm) 498.38 µmol/㎡s

PPFD UV (380~399 nm) 17.405 µmol/㎡s

YPFD (400~700 nm) 453.41 µmol/㎡s

YPFD (380~780 nm) 456.44 µmol/㎡s

YPFD FR (701~780 nm) 0.0392 µmol/㎡s

YPFD R (600~700 nm) 6.2698 µmol/㎡s

YPFD G (500~599 nm) 85.794 µmol/㎡s

YPFD B (400~499 nm) 361.37 µmol/㎡s

YPFD UV (380~399 nm) 2.7874 µmol/㎡s

R/ B 0.1

R/ FR 4.79

DLI 60.725 mol/㎡
Beleuchtungsstärke 24'488 lux

λp (380~780 nm) 440 nm

λD (380~780 nm) 471 K

CCT 0

CRI 0

Parameter Value
CCT 0 K

CRI(Ra) 0

CQS 0

TLCI(Qa) 0

GAI 0

Beleuchtungsstärke 24'487 lux

Foot Candle 2274.9 fc

λp 441 nm

Flicker Percentage 3.00%

Flicker Index 0

Flicker Frequency 273 Hz
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